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SV10-24 WiEF IR 2-Way, Normally Closed
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A solenoid-operated, 2-way, normally closed, direct-acting, spool-type,
? £ % screw-in hydraulic cartridge valve, designed to operate as a bidirectional
B °n blocking valve in low flow circuits.
gd
2| IfEi# OPERATION
K E N N
R BT e, SV10-24 5% 1l b i 8 ) 5 ) .
RELBEIE 254 - . et o .
ACROSSFLATS 100 ASENT, FHPFMUNASFEEY, i FLaF il el ).
=18 fjigﬁ%ﬁ%ﬂﬁiﬂ When de-energized, the SV10-24 blocks flow in both directions.
@ When energized, the cartridge’s spool shifts to open the bidirectional flow path.
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SPECIFICATIONS TYPICAL PERFORMANCE (Cartridge only)
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TAERED) 207 bar w4160
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iR 38 L/min
FLOW 10 gpm 1.4/20
P i < 82 ml/min A
LEAKAGE at 207 bar (3000 psi) 111‘1 3%2 4152‘4 61%6
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biiyiis 10.8~420 cSt W BB 12; DC 12V
VISCOSITY 50~2000 ssu Seal Material 24: DC 24V
N: T2 Buna-N 115: AC 115V
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