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SV08-47C ={iIM@¥a[mp, h{iEi4& 3-position, 4-way, Spool, Closed Center

While @ may be fully pressurized, it is not intended to be used as the inlet.

165 _, 312
065 ] 1 iiiA DESCRIPTION
S 0872 0 Y (VA Y BT I E I /1 W L VAL R I T8 S & T T
- A solenoid-operated, 3-position, 4-way, direct-acting, spool-type, closed
g leN % 2 center, screw-in hydraulic cartridge valve.
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@ _,:i 41l (max) : 27.1 Nm When de-energized, the SV08-47C blocks flow to all ports. When coil #1 is
e o\ TORQUE(max) : 20 fi-bs energized, flow is allowed from @) to @, and from @) to . When coil #2 is
® : energized, flow is allowed from @) to @), and from @ to .
® MK In circuits where work port flows are unequal due to cylinder ratios, the higher
H return flow should be directed to port @.
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SPECIFICATIONS TYPICAL PERFORMANCE (Cartridge only)
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TAERED) 207 bar > 3.4/50
PRESSURE 3000 psi & -
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FLOW 3gpm 1 —
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LEAKAGE at 207 bar (3000 psi) 31.8 7.25 113.4
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0: M4k 1/2 in. Conduit
R 10.8~420 cSt whR | 12: DC 12V
VISCOSITY 50~2000 ssu Seal Material 24: DC 24V
N: T2 Buna-N 115: AC 115V
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